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Shown with
optional shelf.

The Conductor’s Stand
is easy to adjust with a
lever located directly
underneath the desk.

Conductor’s Stand

CONSTRUCTION

« Available in two sizes, both with black base
and frame

« Available with pebble laminate on birch
or clear polycarbonate desk

« Two desk sizes, both adjust from 34" to 54"
heights (86 cm to 138 cm)

* Optional detachable 20" x 14" (51 cm x 36 cm)
enclosed metal shelf

INSTRUMENTAL CONDUCTOR’S STAND

30" x 20'/>" (76 cm x 52 cm)

159D002 Polycarbonate Desk, 21 Ibs. (9.5 kg.)
159D004 Pebble Desk, 36 Ibs. (16.3 kg.)
159D008 Optional Shelf, 5 Ibs. (2.3 kg.)

CHORAL CONDUCTOR'S STAND

24" x 15'/2" (61 cm x 39 cm)

159D001 Polycarbonate Desk, 19 Ibs. (8.6 kg.)
159D003 Pebble Desk, 29 Ibs. (13.2 kg.)
159D008 Optional Shelf, 5 Ibs. (2.3 kg.)

Conductor’s Chair

CONSTRUCTION

« Swivels 170 degrees or locks in position
« Standard black frame
* Choice of several fabric colors shown below

157D086 Conductor’s Chair, 30 Ibs. (13.6 kg.)

NOTE: Chairs come with Grey fabric unless
otherwise specified.

Green e Blue ® Plum e

Conductor’s System

Built with heavy-duty construction and unwavering stability. Two
size options: instrumental and choral. System includes stand (with
optional shelf), double podium, and chair. (Shown in photo: Instru-
mental Conductor’s Stand. Choral Conductor’s Stand also available.)

USAGE
The perfect way to conduct rehearsal or performance

PERFORMANCE REQUIREMENTS

» Upper podium locks securely onto base podium and includes detachable safety rail
« Adjustable chair backrest lets you tailor back support

« Easy-to-use pneumatic height adjustment for seat and footrest

* Five-leg design increases stability and meets most task-chair seating codes

* Narrow 1'/2" (4 cm) music stand desk lip makes it easier to turn pages

ORDERING INFORMATION -BUY THE SYSTEM AND SAVE!

INSTRUMENTAL CONDUCTOR'S SYSTEM (Stand, podium, chair)
1110282 Polycarbonate Desk on Stand, 157 lbs. (71.2 kg.)
1110283 Pebble Desk on Stand, 172 Ibs. (78 kg.)

CHORAL CONDUCTOR’S SYSTEM (Stand, podium, chair)
1110262 Polycarbonate Desk on Stand, 155 Ibs. (70.3 kg.)
1110263 Pebble Desk on Stand, 165 Ibs. (74.8 kg.)

NOTE: Systems come with Grey fabric unless otherwise specified.

Conductor’s Podium

CONSTRUCTION

* Base podium: 43"w x 38"d x 6"h
(109 cm x 97 cm x 15 cm)

* Upper podium: 32"w x 38"d x 6"h
(81 cm x 97 cm x 15 cm)

* Upper podium locks securely onto base podium
and includes a detachable safety rail

» Handsome, durable grey carpeted surface

« Sides are black, one-piece steel framework for
extra support

* Built-in wheels for easy mobility. Moves easily
from rehearsal to stage

Red e Black e Grey 158E002

158E001

Base Podium 52 Ibs. (23.6 kg.)
Upper Podium with rail

49 |bs. (22.2 kg.)

Double Podium with rail

101 Ibs. (45.8 kg.)

1110302


http://www.wengercorp.com/Teach/Cond_System.html
http://www.wengercorp.com/Teach/Cond_System.html
http://www.wengercorp.com/Teach/Cond_System.html
http://www.wengercorp.com/Stands/Conductor.html
http://www.wengercorp.com/Stands/Conductor.html
http://www.wengercorp.com/Stands/Conductor.html
http://www.wengercorp.com/Chairs/CPB.html
http://www.wengercorp.com/Chairs/CPB.html
http://www.wengercorp.com/Chairs/CPB.html
http://www.wengercorp.com/Teach/Cond_Podium.html
http://www.wengercorp.com/Teach/Cond_Podium.html
http://www.wengercorp.com/Teach/Cond_Podium.html

Director’s Stand

Lightweight, easy-to-use, and ideal
for traveling.

CONSTRUCTION ,
* Transparent polycarbonate desk
* Durable tripod base with black FER /
powder-coat finish
« Desk measures 30" x 20'/2" 7 y
(76 cm x 52 cm) with ;
11/2" (4 cm) lip —
* Polycarbonate desk surface resists
heavy scratching and chipping
* Desk separates from base for storage or
easy transport
* Foot pedal release allows easy height adjustment
» Broad tripod base for extra stability

ORDERING INFORMATION

141B001 Director’s Stand
16 Ibs. (7.3 kg.)

Folding Conductor’s Podium

Whether you're going from room to room or across the
country, the Folding Conductor’s Podium’s lightweight, folding
design makes portability extremely easy. And the laminated
plywood sides lock into position, creating a stable, secure
foundation.

USAGE
Smart, durable design offers excellent stability
and easy-to-use portability

CONSTRUCTION

* The perfect complement to the Director’s Stand

« Interlocking design for strength and stability

* High-quality built-in handle made for
transporting

* Durable grey carpeted surface on solid-core
plywood frame

« Tough polyvinyl edging and stable, locking
hinges for extra support

* Measures 30"w x 30"d x 8"h

(76 cm x 76 cm x 20 cm)

ORDERING INFORMATION

021L022 Folding Conductor’s Podium, 33 Ibs. (15 kg.)
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CONDUCTOR'S EQUIPMENT

Companion Products: Literature available:
Rehearsal Resource Center (call or download from the web)

page 32 fh-l o

Tech Sheet

Web link: - www.wengercorp.com/instructorsequipment
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Rehearsal Resource Center

Single-Unit

Perfect when space is limited. Available in
a left or right curved unit. Both units can
be configured with either stereo rack or
drawer options.

Twin-Set

Ideal if you have a lot of equipment. The
two units can be configured straight or
L-shaped and secured with connectors.

“I have two Rehearsal Resource Centers located
f ' behind my podium — they give me quick, convenient
) access to sheet music or handouts | need to
distribute. They are very handy.”

Shown in straight configuration with
Base Podium and Conductor’s Stand
(p. 30). Shown in Cherry finish

— Fred Trumpy, Band Director,
Bernards High School, Bernardsville, New Jersey

USAGE
Greatly minimizes downtime before, during and after rehearsals by putting
all your controls, electronics, and lesson materials right at your fingertips

PERFORMANCE REQUIREMENTS

« Choice of drawers or rack-mount spacing and shelves for stereo system

* Upper storage shelf included

« Features six-outlet power strip with 15' (4.6 m) cord and master switch
(included with stereo rack option only)

« Five 4" (10 cm) swivel casters for easy portability

CONSTRUCTION

« Attractive, durable construction with 1'/8" (2.8 cm) thick
thermofused composite wood panels finished with polyester
laminate. See colors below

* Contoured design with wraparound styling

« Two lockable rear service doors for access to wiring,
with top panel wire grommets for routing cables

* Rolls through standard 3' (0.9 m) doorway

* Top, bottom and internal panels in graphite

The Twin-Set Rehearsal Resource Center can be configured in a
straight line or in an L-shape to accommodate your teaching style
and space. It's designed to be easy to use, either standing on the
floor or using a single-step podium.

P

™

. Sidg panels in cho_ice_of colors belqw Optional leg The optional Single-Unit Rehearsal

. Opt|on.al accessories |nc|ude_ st_ecunty doo_rs; !eg ' e):rensions add  speaker shelves P —
extensions; pass-through folio insert for distribution of 6" (15.2.cm) o fold down when Stereo Space
music/assignments; speaker shelves; floor runner to Rehearsal not in use.

. Resource Center
protect speaker wires height.

ORDERING INFORMATION - CALL FOR ASSISTANCE

121C001 Left Curved Unit
with Stereo Rack Option, 243 Ibs. (110 kg.)
with Drawer Option

121C002 Right Curved Unit

Single-Unit Rehearsal
Resource Center with

Di
with Stereo Rack Option, 243 Ibs. (110 kg.) rawers
with Drawer Option
121C003 Twin Set
121B101 Optional Lower Security Door, 19 Ibs. (9 kg.)
121B102 Optional Upper Security Door, 7 Ibs. (3 kg.)
121B103 Optional Leg Extensions, set of five, 10 Ibs. (4.5 kg.)
121B105 Optional Folio Inserts, set of two, 26 Ibs. (12 kg.)
121B106 Optional Speaker Shelves, set of two, 13 Ibs. (6 kg.) Opti . .
. \ ptional locking security
121A107 Optional Floor Runner, 5' length, 2 Ibs. (1 kg.) panels are available to help
Graphite top, safeguard your valuable
bottom and equipment
internal panels Side panel color choices — please specify when ordering
1]
Wenger Oyster Cherry Evening Fusion ! | Sol
Maple Tigris Maple il oak |



http://www.wengercorp.com/Storage/CL_RehearsalRC.html
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Preface™ Conductor’s Stand

The refined desk, high-end black finish, and dual
posts give this new stand all the appearances of

a much more expensive piece of equipment.
And the durable, stable design with ample
desk space and under storage enhance
that sensation. Thankfully,

that's Wenger engineering at

work, because the Preface™ iy
Conductor’s Stand is actually
exceptionally affordable. It's
also extremely lightweight
and easy to use and store.

In fact, it's been exquisitely
fine tuned to give conductors
more stand for less money.

USAGE

Easy-to-use economy and aesthetics
make it ideal for all musical environments,
including practice and rehearsal rooms
and performance areas

PERFORMANCE REQUIREMENTS
* Curved desk design
« Lightweight but durable metal
construction weighs only
15.3 Ibs. 30z. (6.8 kg)
* Wobble-free base attachment
* Integrated storage keeps all the conductor’s
needs nearby and out-of-sight
« Tilting desk allows for easy angle adjustment
* Five year warranty

CONSTRUCTION

« Sturdy 1.2-mm-thick aluminum desk

« Music desk dimensions: 18'/2" x 29" (47 cm x 74 cm)

» 2-mm-thick aluminum storage box extends full width of
desk for enhanced strength

- Storage box dimensions: 12'/2" x 25" x 2"
(B82cmx 64 cmx5cm)

« Integrated storage box design allows access from both
sides and prevents spills if desk is tipped .
* Bolt-through desk attachment maintains stability and f?g;gigégi’es
prevents unexpected separation box in back for

» Brass spring height adjustment mechanisms set desk more music.
quickly and securely from 25'/2" to 49'/2" , desk lip to
floor (65 cm to 125 cm)

+ 19" x 21" (48 cm x 53 cm) base footprint for exceptional stability

« Double upright posts sit in base collars to eliminate wobble

* 12-gauge double base with 14-gauge tie bar further enhance strength and
stability

* Durable black powder coat paint finish for a formal appearance

In ad(dition to the

ORDERING INFORMATION

238A001 Preface Conductor’s Stand, 15.3 Ibs. (6.8 kg.)

REHEARSAL RESOURCE CENTER
PREFACE CONDUCTOR'S STAND

Dillard High School, Fort Lauderdale, Florida

RESOURCES

Literature available:
Conductor's (call or download from the web)

System 2 'EH
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Companion Products:

Web link:  www.wengercorp.com/instructorsequipment
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