
Stagehand Lineset

Technical Sheet

Stagehand Lineset has all the features of the Creative Conners Stagehand Pro 5 Motion Controller, but in an enclosure that directly 
mounts to a lineset hoist for distributed control in the fly loft. It can be used either with new machinery including our fleet of  
J.R. Clancy hoists, or retrofit onto existing hoists to protect the previous investment in expensive gear. 

Applications
Academic or regional theaters, houses of worship, convention centers, or concert halls. Whether it be one of our hoists or one  
of yours, you’ll be able to control it with a Stagehand Lineset.

Key Features
•	 Local Jogging controls for easy installation and testing
•	 �Simple on-board display for configuration and status reports
•	 Network interface with Spikemark control
•	 �VFD (variable frequency drive) with closed-loop vector control
•	 �Dual-brake control for hoisting-Individual brake test function
•	 Forward, reverse and ultimate limit circuits
•	 Integrated load monitoring
•	 Dedicated cross-groove detection
•	 �Persistent position remembers machine position even without power by storing encoder data in nonvolatile memory
•	 Versatile capacity 
•	 Built in branch circuit protection
•	 Remote fault diagnostics
•	 Wall and rack mounted options available 
•	 �One-year warranty against defects in materials or workmanship is provided on all J.R. Clancy and Creative Conners equipment, 

additional warranty information is available at jrclancy.com and creativeconners.com
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(HOIST_NAME) SPIKEMARK ONE LINE RISER

SIZE: 8.5"H  x 5"D x 24", 48", 72", 96" (96" SHOWN) W
ADDITIONAL WIREWAYS AS REQUIRED

SERVICE:
208 / 380-415 / 480VAC, 3Ø 50/60Hz

SINGLE FEED AT 100A MAX.
PER WIREWAY SECTION.

BY EC

SHOWSTOPPER 4 BASE

TO ADDITIONAL
OPTIONAL E-STOP

STATIONS
AS REQUIRED

OPTIONAL E-STOP STATION

NOTE:
MINIMUM OF ONE(1) CONTROL POINT REQUIRED

FOR SYSTEMS WITH A PENDANT, OR CONSOLE.

TO ADDITIONAL
OPTIONAL

 WIREWAYS/ HOISTS
AS REQUIRED

SPIKEMARK CONSOLESPIKEMARK VANTIS PENDANT

 CONTROL POINT

(2)   CAT6
(1) (17) QUABBIN PLTC3-20-8S-1
8 TWISTED PAIR, 20 AWG, SHEILDED
BY EC

(2) CAT6
(2) #14AWG STRANDED THHN
     (BK, RD)
PER WIREWAY SECTION
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POWER/CONTROL WIREWAY

SHOWSTOPPER 4 ACCESSORIES (ADDED AS REQUIRED)
CONTROL RACK

SHOWSTOPPER 4 - ESTOP HUB

SHOWSTOPPER 4 - ESTOP PATCH PANEL HUB

SHOWSTOPPER 4 - NETWORK SWITCH

AUTOMATED RIGGING RACEWAY
AS REQUIRED
BY EC

RACEWAY WHIPS
AS REQUIRED
BY WENGER
BY EC

(1) (17) QUABBIN PLTC3-20-8S-1
8 TWISTED PAIR, 20 AWG, SHEILDED
BY EC

59.5475

SHOWSTOPPER 4 (REQUIRED FOR SYSTEM)

SERVICE

BY EC
20 A, 60 HZ
120 VAC, 1 Φ

NOTE:
120VAC SERVICE

 ONLY REQUIRED FOR
 CONSOLE SYSTEMS.

 PLACE WITHIN 24" OF
CONSOLE CONTROL POINT

BY EC

CONSOLE POWER

SERVICE

BY EC
20 A, 60 Hz

120 VAC, 1 Φ OUTLET
AS REQUIRED
BY EC

POWER CABLE
BY WENGER

LOW VOLTAGE AND DATA CABLE
BY WENGER

POWER, LOW VOLTAGE, AND DATA CABLE
BY WENGER

STAGEHAND PRO
RACK MOUNTED

REQUIRES 120VAC SERVICE
SHOWSTOPPER AND NETWORK CABLES

PROVIDED BY WENGER

S1

STAGEHAND LINESET
HOIST MOUNTED

POWERED FROM WIREWAYS
AS SHOWN ABOVE

SHOWSTOPPER AND NETWORK CABLES
PROVIDED BY WENGER

STAGEHAND CONTROL OPTIONS


